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n 4 strand, non-rotating, QUALITY s GALVANISEYPE OF LAY s REGULAR |
D hoisting wire rope. To be TENSILE STRENGTH s . MM  DIRECTIONOF LAYs RIGHT HAN
used on cranes, as TOTAL NUMBER OF STRANDS GREASING s YES
El Fukushima and IHI. TOTAL NUMBER OF WIRES s ON REQUEST s UNGALVAN
Galvanized and lubricated TYPE OF CORE s FIBRE s DRY
to provide long protection. NUMBER OF OUTER WIRES s
Lankofour® has proved NUMBER OF OUTER STRANBS
its quality in the maritime
industry for well over
20 years now and is in use
by most major shipping
companies world-wide.
RIGHT HAND LAY |EFT HAND | AY
Art. Diameter Weight MBF Weight MBF Art. Diameter
number (mm) (kg/100m) (kN)  (Ibs/100 ft) (Ibs) number  (mm)
120 225
20 150 101 20
22 77.559 22
24 400 152 24
470 172 290.195
555 204
142.754
725
429
497 900
221.212
Diameter, weight and MBF (as well as other mechanical and physical
PROPERTIES ARE DETERMINED ACCORDING TQ )3/ 4HE -"& REFERS TO THE
BREAKING STRENGTH IN THE ROPE WIRE ITSEL[F W|THOUT SPLICES OR [ANY OTLdaReEORM OF
TERMINATION THAT CAN BE FORMED WITH OR WITHOUT THE USE OF ACCESSOJICERTIING S
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