Lankhorst/Ropes

WIRE ASSEMBLY

One leg sling Two leg sling Three and four leg sling Endless sling

Angle to the 0° 0° to 45° Over 45° 0° to 45° Over 45° 0°
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(@) Nominal Working load

LL Diameter (mm) limits (t)
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8 0.75 1.05 0.75 1.55 1.10 1.20
9 0.95 1.30 0.95 2.00 1.40 1.50
10 1.15 1.60 1.15 2.40 1.70 1.85
1 1.40 2.00 1.40 3.00 2.12 2.25
12 1.70 2.30 1.70 3.55 2.50 2.70
13 2.00 2.80 2.00 415 3.00 3.15
14 2.25 3.15 2.25 4.80 3.40 3.70
16 3.00 4.20 3.00 6.30 4.50 4.80
18 3.70 5.20 3.70 7.80 5.65 6.00
20 4.60 6.50 4.60 9.80 6.90 7.35
22 5.65 7.80 5.65 11.80 8.40 9.00
24 6.70 9.40 6.70 14.00 10.00 10.60
26 7.80 11.00 7.80 16.50 11.50 12.50
28 9.00 12.50 9.00 79.00 13.50 14.50
32 11.80 16.50 11.80 25.00 17.50 19.00
36 15.00 21.00 15.00 31.50 22.50 23.50
40 18.50 26.00 18.50 39.00 28.00 30.00
44 22.50 31.50 22.50 47.00 33.50 36.00
48 26.00 37.00 26.00 55.00 40.00 42.00
52 31.50 44.00 31.50 66.00 47.00 50.00
56 36.00 50.00 36.00 76.00 54.00 58.00
60 42.00 58.00 42.00 88.00 63.00 67.00
Leg factor
k 1 1.4 1 2.1 1.5 1.6
6x36WS+IWRC 1770 N/mm?
- Efficiency 0,90
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